
  

 

 
 

  

 
 
 
 

 

 
 

 
 

 
 

Produktinformation | Product Information 

Beschreibung: 

> Neue Range mit verbesserter Qualität, vor allem im High-Drain  

  (Hochstrom) - Bereich  

> Kleinere Blisterkarte zur Platzersparnis an der Blisterwand  

> Aufdruck "ANSMANN" auf Knopfzelle 

> Kapazität 160mAh 

> Temperaturbereich von -20°C bis +60°C 

> Mindest-Haltbarkeits-Datum: 10 Jahre 

> Ideal einsetzbar in Uhren; Taschenrechnern; Autoschlüsseln;  

   Digitalkameras etc. 

 

 

Description: 

> New range in better performance, especially in high-drain  
  applications  
> Smaller blistercard for better usage at the blisterwall  
> Print on every buttoncell:  "ANSMANN" 
> Capacity 160mAh 
> Temperature resistance from -20°C to +60°C 
> Storage property 10 years 
> Ideally for use in; watches; calculators; car keys; digital cameras    
   etc. 

 

 
INFOS | INFORMATION: 
 
Produktname | Product name: 

LiCC-3V-CR2025-bl 
  

Art.-Nr. | Part No.: 
64.5020142 

 

EAN-Code: 
4013674020140 

 
Verpackungseinheit | 

Packing Unit: 
10 (72x65x61mm) 

 
Exportkarton | Export Carton: 

300 (390x238x160mm) 
 

Zolltarifnummer |  
Customs tariff number: 

85065030 
 

 
 

 

Notizen / Notes: 
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